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VACUUM WANDS

Unloading powders or pellets made easy with Gaylord Vacuum Wands. Several models are
available in standard aluminum, stainless steel, carbon steel and shock-free plastic. Wands
are available in diameters ranging from 1 1/2” to 4” and lengths of 48” and 54”. Basic,
Standard, and Deluxe series of wands offer the user a variety of options.

Basic Model - Aluminum Construction

Includes six air register holes and stand off loop at bottom.

Standard Extended
Diameter Part No. Length Diameter Part No. Length
11/2 GBA-15U 48’ 11/2 GBA-15UL 54"
2 GBA-20U 48’ 2 GBA-20UL 54"
2112 GBA-25U 48’ 2112 GBA-25UL 54"
3 GBA-30U 48’ 3 GBA-30UL 54"
4 GBA-40U 48’ 4 GBA-40UL 54"
Standard Model - Aluminum Construction
Includes adjustable air register ring and stand off loop at bottom.
Standard Extended
Diameter Part No. Length Diameter Part No. Length
11/2 GSA-15U 48’ 11/2 GSA-15UL 54"
2 GSA-20U 48’ 2 GSA-20UL 54"
21/2" GSA-25U 48’ 2102 GSA-25UL 54"
3 GSA-30U 48" 3 GSA-30UL 54"
4 GSA-40U 48" 4 GSA-40UL 54"

Deluxe Model - Aluminum Construction

Includes adjustable air register ring, stand off loop, operator handle and Ever-Tite cam and groove coupling.

Standard Extended
Diameter Part No. Length Diameter Part No. Length
11/2 GBA-15U 48’ 11/2 GBA-15UL 54
2 GBA-20U 48" 2 GBA-20UL 54
2112 GBA-25U 48" 2112 GBA-25UL 54
3 GBA-30U 48’ 3 GBA-30UL 54"
4 GBA-40U 48’ 4 GBA-40UL 54"




